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Supply, lnstallation, Commissioning & Training

of Hydraulic Press Brake

(Detailed specification as per Annexure-1 )

2.

1. QUALIFICATION CRITERIA:

1.1 As per ANNEXURE-I

INSTALLATION, COMMISSTONING AND TRAINING

2.t. Vendor should complete delivery the ordered goods within 30 days from the date of Purchase Order.

The lnstallation, Commissioning and Training should be carried out within 15 days from the date of

oelivery (Details are as per ANNEXURE-I)

3. WARRANTY

3.1. As per ANNEXURE-l

4. Manufacturer Authorisation certificate (MAF)

4.1 Vendor should provide Manufacturer Authorisation Certifieate from OEM.

5, PERFORMANCESECURITY:

5.1 Vendor should provide Performanee Security @3% of Contract Valuellnvoice Value within 21(twenty-

one) days after receipt of Purchase Order and it should remain valid for a period of 60 (sixty) days

beyond the date of completion of warranty period.
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I OenOing Capacity lplate of tensile

strength of 45 Kg/mm'7)

Bending Force in KN

Hyariuiii tjressure ot f,e
machine
Bending Length:

lnternal Radius of Bend

Distance Between columns/ clear

Strol<e length

Day Light /OPen Height

Throat (Minimum)

Table Width
Approach/Working/Retu rn

Speed mm/sg9

Accu racy

X-Axis Back gauge Control

Y-Axis RAM Stroke Control

TYPE OF CONTROL

Machine Construction Materials

Safety & others

Hydraulic .Uess Brake Machine

S p e c i f i c a t i o n o f HrrdraUltg-PrJ qglf a[e-[4aqtu-Le
with NC System for Axis X & Y

5 x 2500 mm
6 x 2000 mm
(Mention Std. machine model , Make with catalogue or

website reference)

L50 mm or more
Adj usta ble Stroke Co r-!P]

R"priuO mal<e of latest generation & Version Control

sysle m with following facilitY

MEMoRY cAPAclrY & ScREEN Stze ro BE MENTIoNEo sv OEM'

CONTROL system should equip to operate in Environmental

temperature - 50pC and humidity 95%.

a

a

a

Hydraulic Seals: Simrit/Sambhen/Equivalent

Padings: Simrit/Sambhen/Equivalent

Hydraulic Pumps: lnlegral gear Pump

( Bosch/Rexoroth/Atos/Voith/equiva lent)

Hyd rauilic valves; Bosch/Rexoroth/Atos

PLC: Schinder/Siemens/Fuji

Electrica I Elements: Siemens/L&T/Schinder

Rear & Side SafetY Guards

Emergency Switch on Foot Pedal & Machine

Technical Parameter/ Database.

Overload Limtter

Safety Package for Power Failure

Built in Alarm descriPtion

Laser Sensor for Safe OPeration

a

a

o

o

a

a

a

o

a

a

100 T or more

Detail calculation in support of Machine force calculation to

be provided bY OtM/SuPPlle1

2500mm or higher

5 mm or less

2000mm or more

200mm or more

Iq Pe meutglreQ-q$!P!!,9t --
2515130 or Suitable

To be mentioned bY SuPPlier

As per DIN 55222 Class I / IMTMA Equivalent
. Press Brake Line Laser for Marked Bending

(Bending Line Helper)will be preferred'

All requisite lSl marked Electric motors of reputed

Kirlosl<ar / Siemens / llB or !quiyalgnt
400mm or more

1

6
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5

6

OASS

150mm or better
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PRE-DESPATCH I NSPECTION

INSTALLATION &
COMMISSIONING

OF THE MACHINE

TRAI N I NG

One set of hardened and ground
die & Acute Angle Punch ( to suit
plate in appropriate steps.

(;4s :ss Hii I Mrttiv

Punch and Die shoLrld be in segments of 835 mm and one
segmcnt should be together segmented in to 100 LH t'
100R H r-10+ 15+20+40+50+100+200+rest piece OR Suitably)

. Hardness and materials to be specified by Bidder

. Schematic Drawing of offered tools to be provided

. Front & Rear Sheet Support

. Manual Crowning System

. Press Bral<e Die & Punch Cabinet ( Storage)

. Maintenance Tool Kit

The OEM to provide catalogue / drawings of the items

offe red .

Before inspection of the machine at OEM's works, bending

of the Standard Test piece (04 nos. Of different test pieces)

wlll be carried out by the OEM. Allthe tooling, worl< holding

devices & Standard test piece will be supplied by the OtM
at free of cost for bending of generic components.

Machine Accuracy
IMTMA Equivalent

as per DIN 55222 Class I /

a

a

Parallelity (Press Beam/Table ) : 50-300 Microns/
2000mm

Perpendicularity (Press Beam/Table Stroke ) : 60-

150 micron per 150mm

Angular Accuracy +l- 45 Minutes
Bow/camber +/- 2mm per 2000mm
These are occeptonce titeria along with bending

ond
lnstallation, commissioning & proving of the machine to its
desired capacity and complete at Customer sites at
Durgapur (West Bengal) and will be done by the OEM's

cngineer. Commissioning worl< including acceptance
test/component trial will be carried out by the OEM's
Expert.

During commissioning at least 04 nos. Of different test
pieces will be produced on the machine and test pieces will
be inspected for dimensional tolerance, for components of
size 5 x 2500 mm and 6 x 2000 mm for materials havrng

tensile strength of 45 Kg/mm'. ( As Per Drawing Attached)

The commissioning will be treated as complete when we

issue the certificate of acceptance. lnstallation,
commissioning & proving of the machine to its desired

capacity and complete satisfaction

from 1mm to 6 mm thick

)')

23

The OEM shall have to providc training exclusively for
minimum five working days in the field of operatlon,
m a i 1t,e,n 9 n c g ( m e cha n i c g l/ h yd 

19 g! i 9/e I e ct r i ca I ) etc.

The complete machine must have comprehensive onsiteWARRANTY & SERVICE BACK UP

Wallalty 24 Monltr; froq t!_re dqte of ry99e1siq!

ESSENTIAL ACCESSORIES

20

21
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T-- -* commissioning

Service Backup Undertaking from OEM in original to be

Submitted by Supplier for Machine, Drives Motors and

Power source to provide service for Minimum Five Years.

2i

,t

DOCUMENTATION Three sets of Hardcopies in English language and one set of
soft copy in English language Programming, Operating and

Maintenance manual.
a) Mechanical b) Electricalc) Hydraulic

The OEM Must have manufactured, supplied

and commissioned at least 02 (Two) numbers of

similar offered Machines with Capacitv 1007

and above to any of the Govt. Agencies OR

Private Limited Organisations (lncluding R&D

lnstitutes/ Educational lnstitutes of national

repute) in lapt five year,s ending on 10/1212020

and out of which at least O4e numb,gr of, the

Hvdiaullg.elliss brakg-shguld be in successfgt

operation for last two vears as on date of Bid

Opening.

(Documentary evidence must be submitted).
Documentary Evidence lncludes the lnstallation
Certificate, Contact Persons name, address and Contact
Details.

a) Comments like yes, agreed, will be given at the
time of supply, confirmed and will be completed ARE

NOT ACCEPTABLE where numerical values are required
to be quoted,

b) OEM or Their Representative should have more
than 05 Years of Existence in Press Brake Manufacturing
& Support Service field in lndia. Documentary
Evidence to be attached.

QUALI FICATION CRITERIA
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Test Sample No.04 (Thickness- 02 mm)
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