
Specifications
Required

QuantitY
Unit

Sl No Material

60 Pai r

1
MC4 C.rrrlect* Male-Female, Suitable for 4-6Sq

mm Cable

P67 Rated, Current - Maxlmum
'r--r^-J 1o+c 11c,OlOR 01

100 Mt

2 DC Solar Cable Red Colour 4Sq mm

DC Solar Cable Black Colour 4Sq'mm

2 Core 6 Sq' mm Armored Stranded Copper Cable

AC Cable 4 Core, 10 Sq. mm

4 Sq.mm, I inneo copper ALru /  Lr L

cr^^r^.r rr t\/ ?DEG - 116.91OA-2007

100 Mt+ Sq.rr, Tinned copper XLPO / XLPE lnsulated & L5zFr

r .r^.^f^-l Tr r\r'IDEG - 11F,qlOg-7OO7
3

100 Mt
XLPE lnsulated Stranded Copper Armored Cable

4
1 Mt

5 1 No

6 MCB
15V 4 role O5ArIrP

,los

7 qC Distribution Box

ncomins: 32 Amp, 4 Pole, C Curve MCB' lSl marked as per

ylrC OOgSA-r, DIN Rail Mounted, Outsoins: 24125 Amp' 4

)ole, C Curve MCB, lsl marked as per lS/lEC 60898-1' DIN Rail

vlounted, lndicator: LED Indicator, 230Vac' Red' Yellow' Blue'

]idirectional/Export-lmport Enersv Meter: 3Phase' 415V'

,rU*fO-OOnrnp, Enclosure: Minimum Dimension (LxBxH) in

nm: 300x450 x170, Minimum Protection Degree lP 65'

Halogen Free and Weather Proof for Out Door lnstallation'

Transparent Cover, Cable Gland: 04Nos suitable for DB'

2 Nos

8 lable Junction Box
lP 66llP 67, outdoor lnstallarlon, t

i Fr-.^4 ^-,^1 ri++^.1 rlith ntN Rail

DIN Rail Mounted Terminal Blocks, PUSH lN or Screw Type

connection, Suitable for 6 Sq' mm Wire, Min' Current 32 Amp
10 Nos

9 Modular Terminal Block

ffi65,HalogenFreeand
r^,^^+h^, Drnn{ fnr or rt Dnor lnstallation 1000Vdc rating

L Nos

10

HRC Fuse Link: 15Amp, (10x381mm, Hareo vorr'dE'E fvuuvuL',

IEC 60269-5 (gPV) Compliance, RoHS compliant' Fuse should be

connected both +Veand -VG

DC Junction Box, 2 Pair lN 2 Pair OUT, with 4 Nos

Solar Fuse Holder with Fuse Link (in each holder)

15Amp and, Terminal Block' Both lN and OUT

lshould be independent. 2Nos DC SPD type-ll' 2 Nos

l2 pole lsolator/MCB

ir or (10x38)mm fuse-

LinkswithBlownFuselndicator,DlNRailMountedSinglePole'
Rated Current 32A, Rated Voltage 10O0Vdc ' 

Standards- IEC

ffiockswithRemovable
Center Jumper, PUSH lN or Screw Type connection' Suitable for

6 Sq. mm Wire, 1000Vdc, 32 AmP'

inu

minimum 32Amp or more, 1000Vdc or more connected in both

string

ffi inimum Protection Degree

lP 68, Suitable for Wire Outer Diameter 4-8mm

ffi, Earthing chemical: Min'
Earthing Electrode, CoPPer

50 Kg, Earthing Cover: 01 No'
2 Set

71 Chemical Earthing Pit Set

*Vendor/Supplier must mention exact make and model of the corresponding material with datasheet if available


