
1)

2)

3)

4)

5)

6)

7)

8)

Item Description: Electrical slip ring having foilowing features:

Electrical Power to handle: 1.5 kVA max. (AC Power)

Supply power-line voltage to handle: 1 kVac

Line Frequency:

Rotational speed:

Electrical Power Lines:

400 Hz

50 - 70 rpm

5 nos. (R, Y, B, E, Spare)

Electrical Power line voltage rating: 1000 Vac (rms) (1500 vac (max))

Electrical Power line current rating: 10 Amps (rms) (15 Amps (max))

Electrical Signal Lines: 21 nos. including the following:

Ethernet line - 1 no. (8 signal + 1 shield + 3 spare),

video signal lines - 3 nos. (Coax 3 core + 3 shield),

DC supply - 2 nos. and DC Ground - 1 no.

NOTE: DC signal lines may be of voltage of the
order 50V (max) and ampere rating 5 Amps. (max).

9) The slip ring should be provided with pigtails of 3 m length (min) and suitable
adapters and connector box for environmental sealing.

10)The slip ring should conform to IEC vibration standard.

11)The slip ring should not degrade the signal quality due to EMI/RFI and other noises.

12)Operating Temp.: 0 to +SS.C

13)Accessories

o Necessary accessories, if any, for the working of the aforesaid system, need also
to be quoted for satisfactory operation of the equipment.

o Operational Manualwith electrical and mechanicalfeatures, drawings, etc.

14)lnstallation and commissioning of the slip ring at work area - Cost may be quoted
separately.
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SUPPLY AND ffiNoF
ELECTRICAL SLIP RING

1. INSTALLATION, COMMISSIONING AND TRAINING

7,L. The ordered goods are required to be installed and commissioned within 15 days of receipt of goods at

final destinatLn. rnstaration "iJJ 
Ue carried or, on,v ov L*pert engine-ers of supprier / Manufacturer'

During tre course of installatioi, n"."""v trTing o'n-op"ration 'no 
maintenance of the goods shall

ne impartliio' n'titu'"'' Scientist / Engineers/Technicians'

2, WARRANTY

2lComprehensiveon-sitewarrantyforaperiodofonevearmyst|.e:]:::::.beeffectivefromthedate
of successfur compretion of the job and finar acceptance of the items / equipment at the user's laboratory

/ lnstitute'

TECHNICAL


