
. Annexure-f

Specifiication of Solar PV Panel

S.No Name of the Specification Value
1. Type of the Solar Cells Polycrystalline Silicon
2. No. of Cells per Module 72

Electrical Parameters at Standard Test Conditions
[Irradiance:lOOOIV/mz, Cell temperature: 25oC, AM 1.S Spectrum]

1. Peak Power Range (Wo) 330
2. Power Tolerance o-2 0h

aJ. Module efficiency >160h
4. MPP Voltage (Vmp) 37-39 V
5. MPP Current (Imp) 8-9 A
6. Open Circuit Voltage (Voc) 45-47 V
7. Short Circuit Current (Isc) 9-10 A

Mechanical Specifications
2. Weieht (ke) <24ks
J. Junction Box rP67 168
4. Bypass Diodes a.)
5. Connectors MC4
6. Application Class A
7. Safety Class Class II
8. Front glass Tempered Glass with anti reflective

coating
9. Ce1l Encapsulation Ethylene Vinyl Acetate
10. Frame Anodized Aluminium
11 Mechanical Wind load (Pa) 24OO Pa

Warranty & Certifications
1 Product Warrahty >= 10 years
2. Performance warranty Output Peak Watt Capacity should not

be less than:
(a) 90% at the end of 10 years ,

(b) 80% at the end of 25 years
J Certifications IEC 612L5 I t5L4286, rS/IEC 6L73O,

rEc 617O1/rS 6L7OL, rEC 627L6
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