
Microprocessor bcrsecl UV-VlS Spectrophotometer with centrolly controlled through PC with PC

softwore supplied os stondord USB conneciivity ond Windows interfoce

r True clouble beom optics with oberrotion corrected concove blozed hologrophic groting in Czerny

- Turner mounting for high energy throughput ond high quolity mono-chromotic light:

Wovelength ronge:

Wovelength occurocY (nm):

Wovelength reproducibilitY (nm):

Photometric ronge (Abs):

Photometric AccurocY:

Photometric RepeotobilitY:

Vorioble wovelength sconning speed, I to 3000 nm/min

Source, High intensity Tungsten/Hologen ond Deuterium lomp with outomotic chonge over

High sensitivity motched poir Silicon Photodiode detector

Long poth Rectongulor Cell Holder Holds two rectongulqr cells with on opticol poth length of 10,

190-ll00nm
I nm or better
* 0..l nm or better

+4 Abs or better

< + 0.005 Abs ot I Abs

< t 0.0005 Abs ot I Abs

20,30,50,70 or ,l00 
mm - I no

. Motched rectongulor quortz cell of poth length I O mm: 5 poir; 20 mm, 50 mm, 100 mm :2 poir

eoch

r Ports for high speed PC ond printer connectivity, doto storoge ond tronsfer

. Guoronteed complionce with oll Phormocopoeio requirements

/ 36 months worrqnty from ihe dote of instollotion

. Brcrnded PC with originol os with doto ocquisilion softwore

/. All the required technicol specificotions must be mentioned in printed literoture of OEM'

r Compcrny should hove foctory-troined engineer & preferobly o service center in eostern region'

r I kVA online UPS

r Numeric I APC 7' Powerone moke

r Digitol LED displcrY

/ Output Power Copocity, SO0 wotts / I Wl'

/ Efficiency ot full lood , 8570 or more

r Output Voltoge distortion: < 3oh

/ Lood crest foctor: 3:l

z Leok-proof seoled Leod-Acicl Bottery with bottery rocks with 30 minute bock up

/ 2 years rePlocement worrontY
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