
Annexure

20
SI Parameter

Manufactur"r p
1 Ma n ufactu rers

Credentials

Bidder if not the m
Authorization that the bidder is authorized sales & service provider.
20 KVA

and lnverter.

Z UPS Ratinqs
J UPS Type

4 Mandatory System
Features

for Three Phase

\Jro eiltuteil(;y
Online mode efficiency up to g6.2%

(380/400/41sVAC).
lnput Parameters

Input frequency Ra z-7OHz

I

rar r requency. cufizlbollz
in\A/or fanlar . \n Oo ^ frf

6 lntermediate Dc
Circuit Parameters

,,rys( yvYvvr tqglvt . -w.JJ v.l

rypes oI battenes supported : SMF
Battery Charging max: 13A

%

Ot ttnr rf nn\^/or ralina al 4 lll\7 Output Parameters yyrrvr t,vt,vr rqrilrs{ qt t.vrv.9 ut. zu n vpl

9utput power factor : Unity 

-

Output voltaoe orecision ' +tnu"-
Output voltage
LOad
ruvvEt nduilg art. uilil.v pr: zu KVA
Output Crest factor capacitv : 3l
Overload Capacity : at 25'C
Upto 105%- 125%for 5 mins,
Uplo 125o/o- 150% for 1 mins
Over 150% for 200ms

8 Batteries orvtr odrrery. z.+-4u trtocKS gl l'zv tor each set
Batterv VAH sho

I Special Feature
(Mandatory)

Operating Temperature :

'/
\rcttetdt o( Oarely Kgqull
EMC: IEC/EN 62040-2.

Built in with the UPS svstem fo eunnnrt m^-nif^ri'i^

IrL;/tN 62C40-1

'10 Ethernet Port
11 Protection

Parameter
Dust Proof, Moisture proof , High

RoHS SEISMI--C;Rf;,..I 

-

Ternperature Proof,

12 Certification
13 Parallel load sharinq

ouoted specifications and the Brochure Specific

/


